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Features:
- Independent design
- Dimmable constant current driver - Rt
- Analogue flicker-free
- Dimming with leading edge or trailing edge dimmer 1
- Smooth dimming compatible with most dimmer
- Dimming range 1..100%
- Captured terminal screws
- Protections: apencircuit, shortcircuit, overload, over temperature
- SELV equivalent
- Suitable for class | & Il luminaires
- Protection class I
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Parameters:
Model No. Input Max. Output Output Power Efficiency Ambient Max. casing Isolation Dimensions Weight
voltage output current voltage factor full load temperature  temperature LxWxH
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(V) (W) (mA) (V) (A) (%) ta(°C) te (°C) (mm) (g)
DIBOOINTF 220240 9 180 2550 0.95 81 -20.450 85 SELY 109x40x22 70
D23009NTF 220240 9 230 20-40 0.95 80 20..450 85 SELY 109x40x22 70
D26009NTF 220240 9 260 17-35 0.95 80 85 SELY 109x40x22 70
D3000INTF  220-240 9 300 1530 0.95 80 85 SELY 109x40x22 70
D35009NTF  220-240 9 350 13-26 0.95 80 85 SELY 109x40x22 70
D4B00SNTF 220240 9 480 10-19 0.95 81 20..450 85 SELY 109x40x22 70
D5000ONTF  220-240 9 500 10-18 0.95 79 20..450 85 SELY 109x40x22 70
D70009NTF  220-240 9 700 10-13 0.95 78 20..450 85 SELY 109x40x22 70
© D2BOLNTF 220240 2 %0 2346 0% 8l - 050 8 SEV  109d0x22 n
D30OLNTF  220-240 12 300 20-40 0.95 81 20..450 85 SELV 109x40x22 70
D35012NTF  220-240 12 350 18-35 095 80 -20.450 85 SELV 109x40x22 70

D70012NTF 220-240 12 700 10-18 0.95 78 -20..450 85 SELV 109x40x22 70

TRIAC Dimming LED Driver



